
SAUERLAND SERVICE  CENTRE  

Fire test 
 

♦ Fire test according to DIN 4102 Part 2    ( German Standard ) 
− Temperature in the furnace :  

    5 min 556 °C 
 10 min 658 °C 
 15 min 719 °C 
 30 min 822 °C 
 60 min 925 °C 

− Overpressure in the furnace 
at the top rail : 8 – 12 Pa 

− Test criteria 
– no open flames 
– cotton pad test  at any position 
– surface temperature average temp. Increase :  < 140°K 
   maximum temperature increase :  < 180°K 
 

♦ Equipment  
− Fire Chamber 

supplier  Ugnsfirman Bergsten,  Fristad, Sweden 

− Burners 
supplier  Küppersbusch, Gelsenkirchen, Germany 
power 3 burners, 42 kW each 

− Electrical Control 
supplier  PMA Prozeß-Machinen-Automation, Germany 
type Multi-Function-Unit  KS98 

− Electronical Reporting 
supplier  PMA Prozeß-Machinen-Automation, Germany 
type Data Report by PC & PR3030/3020 
 
The report shows : 
  black line  lead temperature as DIN 4102 
  grey line  actual temperature of the chamber 
  yellow line  surface temperature 1 
  green line  surface temperature 2 
  red line  pressure  ( right scale ) 
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